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Disposable USB Temperature & Humidity Data Logger
Disposable type USB Temperature & Humidity data loggers are for the purpose of recording only once. Hence another name for the same is Single-use Temperature & Humidity data loggers. These are for recording the data only one time. A Single-use USB Temperature & Humidity Datalogger records these parameters for a certain duration. The duration of the recording is as per the programming. You cannot use the data logger thereafter for recording. However, the data will remain in memory and you can download it any number of times. You can download the data simply by inserting it into any computer. It doe not require the installation of any particular software related to the data logger. The Single-use USB Temperature & Humidity Datalogger model Vac-V1TH has a memory capacity of over 13000 readings.
VAC-V1TH Single-use, USB, PDF, Excel Temperature & Humidity Data Logger with LED alert indicators
Easy to use disposable data recorder for recording Temperature & Humidity. Easy to download the data without any special software from the manufacturer. A Single-use USB Temperature & Humidity Datalogger is a data recorder that records these parameters for a certain duration. You cannot use this data logger thereafter for recording. However, the data will remain in memory and you can download it any number of times. You can download the data simply by inserting it into the USB port of any computer without installing any particular software related to the data logger. (It is also known as Single-use Temperature & Humidity Data recorder.)
This disposable, single-use Temperature & Humidity data logger by VackerGlobal has the following features.
	It produces reports in pdf, excel and text formats simply by inserting them into a PC, Mac or Linux. It only needs standard software available on your computer.
	We can supply the data logger in preprogrammed condition or you can program yourself using our free software.
	The data logger can record a total of over 13000 readings as a combination of temperature and humidity. This means 6500 readings of temperature and 6500 readings of humidity.
	You can keep the recording interval based on the requirement of your goods. You can record from an interval of 1 reading per second to one reading per day. For medicines between 2 to 5 Deg C, we recommend an interval of 3 minutes.
	The disposable humidity data logger can record humidity range from 0% to 100% RH (Relative Humidity).
	The temperature sensor of this data logger can operate and record within a temperature of -40 °C to +80 °C or -40°F to +176°F.
	The temperature measurement has an accuracy of ±0.3°C between-40 °C to +80 °C or -40°F to +176°F.
	The humidity reading has an accuracy of ±2% RH.
	If you want to do marking at different points you can do so by the bookmarking feature.
	The temperature reading is at a resolution of 0.015°C.
	The humidity reading has a resolution of 0.01 %RH.
	The type of sensor is Digital Sensirion SHT31.
	The time accuracy of this single-use humidity data logger is ±15 minutes per year.
	The starting and stopping of the recording are possible by the corresponding button on the disposable humidity data logger.
	There are 4 different ways to start the single-use, temperature & humidity logger (1) Press and hold the start button for a few seconds. The starting of the recording will be visible through the blinking of the LEDs. (2) Autostart the recording through programming to start at a predefined date and time. (3) Manually start the recording through the start button, but it will not start recording immediately. We can program a delay period. (4) If you want to start recording only upon reaching a certain temperature, you can do so in the programming.
	There are 3 different ways to stop the single-use, humidity logger (1) You can simply press and hold the stop button to stop at any point in time. (2) If you want the recording to stop at a particular date and time, you can do so in the programming. (3) If you want to automatically stop after a certain time eg. 2 weeks, you can do so in the programming.
	The user can program 4 different alert levels as High, HighHigh, Low and LowLow. There are 4 LEDs corresponding to these alerts.
	The sensor has a response time of fewer than 7 minutes (T90) in moving air.
	The battery type is cell type battery CR2032. But the same is not user-replaceable.
	There are 5 LEDs to display the alarms. There are two red LEDs to display high limits. There are two Blue LEDs to display low alerts.
	Upon completion of recording, you can generate a detailed report simply by inserting it into a PC, Mac or Linux system. You don’t have to install any special software supplied by us.
	It generates the files type ZLG, TXT, CSV and PDF automatically. It supports all languages.
	The user can export the report file types ZLG, TXT, CSV and PDF.
	The programming software is available for free download from our website.
	It can operate in computers with any operating platform viz. Microsoft Windows, Apple MacOSX and Linux operating systems.
	If you require calibrated humidity data loggers, we can incorporate inbuilt calibration. You can click on a link inside the report to view the report.
	It complies with CE and RoHS certification.
	The dimensions of the logger are 79mm x 48mm x 9 mm.
	It has an approximate weight of 17 grams.
	It has an ingress protection of IP30.
	The battery lasts for 1 to 2 years depends on the usage and storage conditions.
	The warranty period is one year from the date of purchase or until the first use.


Product Details:
	Product Title: Single-use, Disposable Temperature & Humidity Data Logger with LED alert indicators.
	Product Description: Single-use Temperature and humidity recorders for shipments. It can record for 60 to 90 days. After that, it is not possible to reuse the recorder. It can generate reports in PDF, CSV or TXT formats.
	Brand Name:VackerGlobal
	Price: USD 19.00
	Price valid until: 31-Dec-2021
	SKU: 1002000048
	Seller Organisation:VackerGlobal

FAQ on disposable Temperature & Humidity data logger
	How to use temperature and humidity data logger? The logger will have programming to record the data at specific intervals. You can simply press the start button to start recording. Once the memory capacity is over, it will stop recording. Then you can insert it into a PC and download the data.
	What is a disposable or single-use data logger? You can use these data loggers only once until the memory is full. Once you start recording, you cannot reuse it. Generally, you can download the data any number of times.
	What are the applications of single-use, disposable recorders? When you despatch any temperature-sensitive item, you need to record the data during the entire period. Examples are medicine, vaccine, fruits, food etc. The goods are going to another state or country. Hence it will be difficult to collect the data logger after the journey. Hence you have to discard it. For such applications, it is useful to use low-cost, disposable recorders.
	How many days can it record the data?: It can record up to 13,000 readings. This means that if you record once every 10 minutes, it will last 45 days. If you record once every 5 minutes, it will last 22.5 days.
	Does it require any special software supplied by the manufacturer?: No, it automatically generates reports in PDF, Excel, TXT formats. You need the readers for these reports on your PC.
	Can the user program the data logger himself without the supplier’s assistance?: Yes, you can easily program all details including sampling interval, higher and lower limits etc.
	How can I see whether the temperature exceeded the limits during the trip?: There are LED indicators on the device. You can check before downloading the report. Once you download the data, you can see the entire data.
	What is the difference between temperature data logger and thermometer? A thermometer is only for instant measurement of temperature. It is not for recording the temperature. A temperature data logger is for recording the temperature for weeks or months. A logger has an inbuilt electronic memory. Also, you can download the entire readings.

The price will be USD 19.00 each while purchasing a minimum quantity of 10 pcs. The prices are Exworks USA. Shipping charges will be extra. Also, Taxes and Duties will be applicable as per rules applicable in your country.
We supply these data loggers in the United States of America, the United Kingdom, Germany, France, Netherlands and all other European countries.
Also, we supply these items in Asian countries covering India, Pakistan, Hong Kong, Singapore, Srilanka, Bangladesh, Kuwait, Oman, Qatar, United Arab Emirates, Kingdom of Saudi Arabia, Bahrain, Iraq, Afghanistan, Kazakhstan etc. Our Dubai office caters to entire Middle East countries including Lebanon, Egypt, Jordan, Libya, Tunisia etc.
 In Africa, we supply these items to all countries including South Africa, Ghana, Angola, Kenya, Algeria, Tanzania, Djibouti, Chad, Rwanda, Uganda, Nigeria, Ethiopia, Morocco, etc.
For more models of single-use, disposable temperature & humidity data loggers, please visit our Vacker online store.
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